KTM-10 HPi-AS

KTM KDM KFM

= hla | aw| x| 9
KTM-10 | 240 | 230 | 10 |150 |250 [370 | 50 150 370| 504 | 564 | 783 | 783 | 0.4kw 110
HPi-30AS | 360 |365 | 30 |144 |246 (313|442 | 50 | 75 |100 |200 {300 (400 |120 | 205 | 261 |368 |475 |100 445 | 675 | 765 |1,308 L5kw | 0.1kw | 285
HPi-50AS | 410 | 410 | 50 (108 |205|283 (365 |50 |75 [100 |150 |200 |250 |275 | 300 | 350 | 375|400 |100 400 | 670 | 840 |1,382 2.2kw | 0.1kw | 355
HPi-60AS | 460 |430 | 60 |98 |187 (258 |333 | 50 | 75 |100 | 150 | 200 (250 (275|300 | O | O | O |8 335|670 | &7 |1,382 2.2kw | 0.1kw | 365
HPi-90AS | 538 |480 | 9 |105 |136 |251 [335|50 |75 [100 |150|200 (250 (275|300 | # | # | # |8 335 | 770 | 988 |1,405 3.7kw | 0.2w | 530
KTM-50BL| 410 |410 | 50 |108 |205 (283 |365 | 50 | 75 |100 | 150 | 200 [250 |275 | 300 | 350 |375 (400 [100 400 | 865 |1,170 (1,305 (1785 | 2.2kw | 0.4kw | 900
KTM-60BL| 460 |430 | 60 |98 |187 (258 (333 | 50 | 75 |100 |150 (200 | 250|275 |300 | 350|375 |400 | & 865 (1,190 |1,305(1,785 | 2.2kw | 0.4kw | 900
KTM-90BL| 538 |[480 | 9 |105 [136 (251 (335 | 50 |75 |100 | 150 | 200 | 250 |275 | 300 | 350|375 /400 | 8 335 | 865 1,290 1,410 1,960 | 3.7kw | 0.4kw | 950
KTM-120BL| 570 |540 | 120 |76 |130 (195 |334 | 50 |75 |100 |150 | 200 |250 |275 (300 | 350 375|400 | 70 330 |1,195 1430|1441 |2040 | 5.5kw | 0.75kw | 1.480
KTM-200BL| 750 |593 | 217 |72 |100 |163 (225 | 50 | 75 |100 | 150 |200 (250 |275 (300 O | O | O |70 330 |1,330 |1,700 |1,451 |2210 | 7.5kw | 1.5kw | 1.700
KDM-60 | 460 |43 | 67 |98 |187 |258 (333 | 50 | 75 |100 | 150 |200 |250 |275 [300 | 350 |375|400 | 85 400 | 85 (1,190 (1,306 (1,785 | 2.2kw | O.4kw | 1.000
KDM-90 | 538 |480 | 103 [105 |136 251 {335 | 50 | 75 |100 | 150 | 200 | 250 (275 {300 | 350|375 |400 | 85 400 | 865 (1,060 1,390 (1,960 | 3.7kw | O.4kw | 1.100
KFM-30 | 360 |365 | 30 |144 (246|313 (442 | # | # |# | # | # | # 100 445 | 564 | 735 |1453 [1,737 | 0.75kw | 90kw | 220
KFM-50 | 410 | 410 | 50 (108 (205|283 (356 | # | # | # | # | # | # 100 400 | 670 | 817 |1,642 (1,861 | 1.5kw | 0.2kw | 350

A

e HPi-30AS 90AS




